
CLEAN-SWEEP®



Weldneck or threaded connection 
at discharge side

ASME, DIN, JIS 
bolting classes 
available

Rupture Disc next to ow line

The Clean-Sweep® Rupture Disc Assembly provides overpressure relief protection for 
viscous media processes, particularly where product build-up in a piping system may 
cause excessive overpressure conditions.

Technical Details
• Designed for operating pressures up to 1440 psig (99,3 barg)
• Custom machined to bolting classes of ASME, DIN, JIS or as specied by the

customer
• Assembly body available in standard materials of 316 Stainless Steel, Alloy 400, or

Alloy C276
• The rupture disc holder outlet and outlet companion ange are available in

materials of Carbon Steel, Alloy 400, Alloy 600, Nickel, 316 Stainless Steel or Alloy C276

Features
• Eliminates the dead space as well as the pressure, temperature and material

availability limitations of a pipe tee assembly
• Permits the rupture disc to be installed directly on the body casting, adjacent to the

process ow
• Compared to other designs, it requires fewer joints to be sealed and greatly reduces

the possibility of product build-up (dead space) under the rupture disc
• Alignment pins in the assembly body provide correct rupture disc orientation during

installation
• Designed to house either a Composite or MICRO X® Rupture Disc, both of which

have a at seat conguration and 3-Dimensional Flow Direction Tag
• A permanently attached nameplate with ow direction indication
• B.D.I® (Burst Disc Indicator) Alarm System Compatible

CLEAN-SWEEP®

Assembly body includes a 
custom-designed high-ow weir 
to assist in preventing build-up
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* For other sizes or classes consult your Continental Disc Representative or the factory.

SPECIFICATIONS

Size
CLEAN-SWEEP® Without Spacer CLEAN-SWEEP® With Spacer

B 
LengthA - Appox. Height 

Weight
A - Appox. Height

Weight

inches (mm) Class
Welded Threaded Welded Threaded

inches (mm) inches (mm) lbs (kg) inches (mm) inches (mm) lbs (kg) inches (mm)
1 (25) 150# ASME 4.28 (108,7) 2.78 (70,6) 18 (8,2) 5.21 (132,3) 3.71 (94,2) 20 (9,1) 8.75 (222,3)
1 (25) 300/600# ASME 4.78 (121,4) 3.40 (86,4) 25 (11,3) 5.71 (145,0) 4.33 (110,0) 27 (12,2) 8.75 (222,3)
1 (25) PN 10/40 DIN 3.66 (93,0) 3.19 (81,0) 20 (9,1) 4.59 (116,6) 4.12 (104,6) 22 (10,0) 8.75 (222,3)
1 (25) 10/20K JIS 4.28 (108,7) 2.78 (70,6) 21 (9,5) 5.21 (132,3) 3.71 (94,2) 23 (10,4) 8.75 (222,3)
1 (25) 30/40K JIS 4.78 (121,4) 3.40 (86,4) 26 (11,8) 5.71 (145,0) 4.33 (110,0) 28 (12,7) 8.75 (222,3)

1-1/2 (40) 150# ASME 4.97 (126,2) 3.47 (88,1) 28 (12,7) 5.90 (149,9) 4.40 (111,8) 30 (13,6) 9.00 (228,6)
1-1/2 (40) 300/600# ASME 5.53 (140,5) 4.03 (102,4) 39 (17,7) 6.46 (164,1) 4.96 (126,0) 42 (19,1) 9.00 (228,6)
1-1/2 (40) PN 10/40 DIN 4.30 (109,2) 3.79 (96,3) 33 (15,0) 5.23 (132,8) 4.72 (119,9) 36 (16,3) 9.00 (228,6)
1-1/2 (40) 10/20K JIS 4.97 (126,2) 3.47 (88,1) 30 (13,6) 5.90 (149,9) 4.40 (111,8) 33 (15,0) 9.00 (228,6)
1-1/2 (40) 30/40K JIS 5.53 (140,5) 4.03 (102,4) 41 (18,6) 6.46 (164,1) 4.96 (126,0) 43 (19,5) 9.00 (228,6)

2 (50) 150# ASME 6.01 (152,7) 4.51 (114,6) 38 (17,2) 6.94 (176,3) 5.44 (138,2) 41 (18,6) 10.75 (273,1)
2 (50) 300/600# ASME 6.64 (168,7) 5.20 (132,1) 47 (21,3) 7.57 (192,3) 6.13 (155,7) 51 (23,1) 10.75 (273,1)
2 (50) PN 10/40 DIN 5.40 (137,2) 4.85 (123,2) 41 (18,6) 6.33 (160,8) 5.78 (146,8) 44 (20,0) 10.75 (273,1)
2 (50) 10K JIS 6.01 (152,7) 4.51 (114,6) 39 (17,7) 6.94 (176,3) 5.44 (138,2) 41 (18,6) 10.75 (273,1)
2 (50) 16/20K JIS 6.64 (168,7) 5.20 (132,1) 44 (20,0) 7.57 (192,3) 6.13 (155,7) 47 (21,3) 10.75 (273,1)
2 (50) 30/40K JIS 6.64 (168,7) 5.20 (132,1) 47 (21,3) 7.57 (192,3) 6.13 (155,7) 51 (23,1) 10.75 (273,1)
3 (80) 150# ASME 7.43 (188,7) 5.87 (149,1) 67 (30,4) 8.61 (218,7) 7.05 (179,1) 72 (32,7) 13.00  (330,2)
3 (80) 300/600# ASME 8.19 (208,0) 6.75 (171,5) 85 (38,6) 9.37 (238,0) 7.93 (201,4) 92 (41,7) 13.00 (330,2)
3 (80) PN 10 DIN 6.65 (168,9) 6.26 (159,0) 72 (32,7) 7.83 (198,9) 7.44 (189,0) 78 (35,4) 13.00 (330,2)
3 (80) 10K JIS 7.43 (188,7) 5.87 (149,1) 65 (29,5) 8.61 (218,7) 7.05 (179,1) 70 (31,8) 13.00 (330,2)
3 (80) PN16/40 DIN 6.96 (176,8) 6.25 (158,8) 70 (31,8) 8.14 (206,8) 7.43 (188,7) 76 (34,5) 13.00 (330,2)
3 (80) 16/20K JIS 8.19 (208,0) 6.75 (171,5) 79 (35,8) 9.37 (238,0) 7.93 (201,4) 85 (38,6) 13.00 (330,2)
3 (80) 30/40K JIS 8.19 (208,0) 6.75 (171,5) 85 (38,6) 9.37 (238,0) 7.93 (201,4) 92 (41,7) 13.00 (330,2)
4 (100) 150# ASME 8.96 (227,6) 7.27 (184,7) 106 (48,1) 10.39 (263,9) 8.70 (221,0) 115 (52,2) 15.00 (381,0)
4 (100) 300# ASME 9.34 (237,2) 7.84 (199,1) 125 (56,7) 10.77 (273,6) 9.27 (235,5) 135 (61,2) 15.00 (381,0)
4 (100) PN 10/16 DIN 8.01 (203,5) 7.70 (195,6) 94 (42,6) 9.44 (239,8) 9.13 (231,9) 102 (46,3) 15.00 (381,0)
4 (100) PN 25/40 DIN 8.78 (223,0) 7.95 (201,9) 107 (48,5) 10.21 (259,3) 9.38 (238,3) 116 (52,6) 15.00 (381,0)
4 (100) 16/20K JIS 9.34 (237,2) 7.84 (199,1) 108 (49,0) 10.77 (273,6) 9.27 (235,5) 115 (52,2) 15.00 (381,0)
4 (100) 30K JIS 9.34 (237,2) 7.84 (199,1) 114 (51,7) 10.77 (273,6) 9.27 (235,5) 124 (56,2) 15.00 (381,0)
6 (150) 150# ASME 11.89 (302,0) 9.95 (252,7) 127 (57,6) 14.07 (357,4) 12.13 (308,1) 142 (64,4) 17.00 (431,8)
6 (150) 300# ASME 12.27 (311,7) 10.44 (265,2) 172 (78,0) 14.45 (367,0) 12.63 (320,8) 197 (89,4) 17.00 (431,8)
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CLEAN-SWEEP®  Assembly Without Spacer CLEAN-SWEEP®  Assembly With Spacer
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